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HEAR THE MUSICAL TRUTH 
IN THE FINEST JVC RECEIVERS 
EVER MADE 


UP-DATED STEREO RECEIVERS 
BY Jvc 
JVC is proud to present the high fidelity 
stereo receiver series JR-S600 through 
JR-S100 mark I — up-dated and more 
powerful versions of our ‘‘knobless 
stereo” receivers which won critical ac- 
claim in the previous series. The new 
MARK II's feature many new technological 
achievements and the flawless engineer- 
ing attention which guarantee the JVC 
policy of bringing you The Musical Truth. 
Each new model delivers the high- 
power, low-distortion true musicality 
available only through JVC. Each has the 
widest control versatility and most stable 
power performance ever achieved in its 
price and power range. Each has the 
cool, solid JVC appearance and feel re- 
flecting modern design sophistication 
and user-oriented operating ease. And 
each benefits musically from the creative 
achievements of the JVC Audio Engineer- 
ing Research Center (inventors of CD-4, 
Super ANRS and many other hi-fi firsts) 
and our half-century of leadership in 
audio equipment craftsmanship around 
the world. 


KNOBLESS STEREO 

We've eliminated conventional rotary 
controls totally. Each smart-looking JVC 
receiver has direct-action pushbuttons 
for all program sources, and precision 
slide controls for volume, balance and 
tone sections. This uncluttered styling 
achieves a distinctive appearance and a 
new ease of handling. And it's a JVC ex- 
clusive. 


S.E.A. GRAPHIC EQUALIZER 
Instead of just the two or three tone con- 
trols offered on most receivers, the JVC 


Twin Power Meters 


models JR-S600 through 300мАякП 
feature the popular JVC exclusive S.E.A. 
Graphic Equalizer. It brings true studio- 
quality sound equalization into your lis- 
tening room at no extra cost. Each 5.Е.А. 
unit has five separate “tone zone” con- 
trols. These have center frequencies of 
40Hz, 250Hz, 1kHz, 5kHz апа 15kHz. 
Since each control may be adjusted up to 
+12dB at its frequency, іп 2dB incre- 
ments, you сап create as many as 
371,293 different sound equalization 
combinations. S.E.A. has won many, 
many friends for JVC over the years. It 
was and is the most èHective, economi- 
cal true graphic equalization system on 
the market, and’adds finite versatility 
to your musiclistening pleasure. 

You'll find endless practical uses for 
S.E.A. It lets-you compensate for de- 
ficienciesin'speaker systems, phono car- 
tridge response, room acoustics or old, 
poor-quality recordings, for instance. A 
new development called SCL 
(Semiconductor-L) in the JVC receivers 
with S.E.A. has replaced the inductive 
coils, commonly used in conventional 
graphic equalizers. SCLs greatly reduce 
induction hum noise and distortion. For 
making tape recordings with cus- 
tomized S.E.A. equalization, JVC has 
equipped the JR-S600 through 300 
МАЯКП receivers with ап 5.Е.А. record- 
ing facility. 


FULLY COMPLEMENTARY OCL 
POWER AMPLIFIER 

Dramatic improvements in recording 
techniques in the past few years have 
significantly raised the quality of today's 
musical sources, but they make strong 
demands on the audio equipment you 
need to play them. To live up to the hi-fi 


Dual-Flywheel Tuning Mechanism 


quality now on records, tapes and FM, 
each new JR-S receiver is created 
around the proven OCL (Output- 
Capacitorless) fully complementary 
power amplifier circuit to deliver the 
highest power output with the least dis- 
tortion across the widest possible power 
bandwidth. 


TWIN POWER OUTPUT METERS 
Large, clearly-illuminated power meters 
on all but the model JR-S100MARKI 
permit direct, instant-by-instant reading 
of the power output levels per channel. 
The meters are well damped for accuracy 
and operate on logarithmatically com- 
pressed scales for easy reading. 


ADVANCED FM-AM WITH TWIN 
TUNING METERS 

Each of the new JVC models incorpo- 
rates what we feel is the finest FM-AM 
tuning section available in its price 
range. PLL (Phase-Locked Loop) multi- 
plex stereo demodulator, extensive use of 
ICs, and a new Quadrature Detector are 
among the things which greatly improve 
FM sensitivity, stereo separation and dis- 
tortion as well as AM performance. 


SOPHISTICATED TUNING 
MECHANISM 

Tuning feel is further enhanced by a JVC 
exclusive tuning mechanism а “‘dual- 
flywheel” tuning system. It makes use of 
two flywheels for silky-smooth, quick 
and accurate dial scanning. This com- 
bines with the thumb-operated lateral- 
tune knob, the up-tilted, long linear dial 
panel and the two large tuning meters іп 
each model, providing an unparalleled 
degree of tuning precision and conveni- 


ence. 


S.E.A. Graphic Equalizer 


An usually large output section in the 
JR-S600marx I distinguishes it as one 
of the most powerful FM/AM stereo re- 
ceivers ever built. This huge power re- 
servoir delivers a minimum continuous 
RMS output of 120 watts per channel into 
8 ohms, both channels driven, over a 
20Hz to 20,000Hz range, with no more 
than 0.08% total harmonic distortion 
Adding a very high performance FM/AM 
tuner section, a wide array of 
conveniently-located controls has 
further enhanced its versatility as our 
largest and finest receiver 


Тһе JR-S600mark II's power amplifier 
has adifferential input amplifer, followed 
by a second Class-A predriver. The 
power-output stage is a Darlington- 
connected parallel push-pull fully com- 
plementary OCL circuit. Included to 
safeguard the powertransistors and your 
speakers from accidental damage is the 
self-restoring, patented JVC Triple 
Power Protection circuit 


Power regulation during heavily- 
modulated musical passages is more ef- 
ficientand powerful than in conventional 
supply systems with the use of a toroidal 
power transformer to reduce distortion 
and crosstalk in the subsonics. Two huge 
22,000uF capacitors help to deliver rated 
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output without power drain 


Electronic FET switching for РНОМО-1 
and 2 eliminatés switthing noise, while 
allowing Әкесі cofmection of the phono 
equalizer circuit with the input terminals 
for reducec‘hum noise. RIAA equaliza- 
tion +0.5dB is excellent 


Record any source into either or both 
connected stereo tape decks with the 
convenience of monitor-playback con- 
trols for each. With the Dubbing switch 
in, you can copy a tape from either deck 
to the other 

You сап record through the receiver to 
a connected TAPE-1 deck and use the 
S.E.A. equalizer to alter its contents as 
you wish. Just one of the practical uses of 
this unique facility is removing scratches 
and noise from your old records as you 
record them. S.E.A. recording makes you 
an audio engineer the easy way 


A 4-gang frequency-linear tuning 
capacitor and a low-noise FET RF in- 


crease sensitivity and tuning precision 
The high-inertia dual-flywheel design 
and a unique lateral-tune control in the 
tuning mechanism mean quick, depend- 
able operation. A single-unit 4-resonator 
ceramic filter in combination with a 
4-pole phase-linear LC filter achieves 
unprecedented selectivity without de- 
grading group-delay characteristics and 
other specifications 

In the AM section, ahigh-integration|IC 
with self-contained RF amp works in 
concert with a ceramic filter and low- 
pass filter to assure clear, pleasant AM 
sound 


CONSTANT-VOLTAGE DUAL POWER 
SUPPLY 

PUSHBUTTON SOURCE 
SELECTORS—Each has bright 
indicator light 

AUDIO MUTING (-20dB) 

FM MUTING SWITCH 
MODE/LOUDNESS/LOW & HIGH 
FILTERS 

INTERNAL FM ANTENNA SWITCH 


JR-S600 mank IE DISTORTION vs. 
OUTPUT POWER 


Though in size and looks it's the same as 
the higher-powered JVC model, the 
JR-S400markI has slightly less output 
power and a correspondingly lower 
price. Its solidly-built OCL power amp- 
lifier section delivers a comfortable 80 
watts per channel, min. RMS, into 8 
ohms, both channels driven, over a 20Hz 
to 20,000Hz range, with no more than 
0.08% total harmonic distortion. It has 
virtually the same fine FM-AM section 
апа S.E.A. Graphic Equalizer as the 
JR-S600 MARKI 


Good transient response and dependa- 
ble performante are assured with the 
fully complementary OCL power amp 
section, with differential input amp fol- 
lowed by a Class-A predriver leading toa 
Darlington-connected parallel push-pull 
final stage. 


A well-regulated transformer improves 
power response during loud musical 
passages, while reducing distortion and 
crosstalk in the subsonics. No power re- 
serve dry-up is possible thanks to dual 
huge capacitors. JVC’s patented Triple 
Power Protection circuit is included 


The phono equalizer accepts up to 


200mV input with negligible distortion 
thanks to its direct-Goupled) PNP-PNP- 
NPN 3-transistor construction. The RIAA 
curve deviations +0.5dB 


C atv 
As with the. JR-S600maARKI, you can 
make ап 5,Ғ-А. equalized recordings on 
the TAPE 1 deck. Any faulty programs 
—scratches, hisses, insubstantial bass 
buried vocals—can be corrected for 
more listenable, hi-fi sound 


As in the ./Н-5600маяк(, the frontend 
in this precision-built FM section uses a 
frequency-linear 4-gang capacitor, af- 
fording a greatly increased sensitivity, in 
combination h a low-noise FET RF 
amp. The up-tilted, super-long (200mm) 
FM-AM dial, a high-inertia dual-flywheel 
design, a unique lateral-tune control and 
stretch-free "Radial Сога" cables in the 
tuning mechanism mean quick, depend- 
able operation. Also as in the more ex- 
pensive JR-S600mark I, the FM selec- 
tivity is increased without deteriorating 
other specifications by the use of a new 
4-resonator single-unit ceramic filter 


coupled with a 4-pole phase-linear LC fil- 
ter, in the FM IF section 


You won't be annoyed by inter-station 
noise while tuning a station, thanks to 
the built-in FM muting circuit. But for 
cases where you want to tune in distant 
stations with weak signal strengths in your 
area, a muting-off switch is provided with 
the ./Н-5400маякП, Reception mode is 
switched to be monophonic to suppress 
hiss noise 


CONSTANT-VOLTAGE DUAL POWER 

SUPPLY 

SLIDER CONTROLS—Volume and 

Balance 

PUSHBUTTON SOURCE 

SELECTORS 

TWO-DECK RECORDING/DUBBING 
Monitor and Record to both; 

dub (copy) from Deck-1 to -2 

LOUDNESS 

HIGH & LOW FILTERS 

FM DET OUT JACK 

INTERNAL FM ANTENNA SWITCH 


JR-S400 маяк DISTORTION vs. 
OUTPUT POWER 


This, the medium-powered, medium- 
priced receiver in the new JVC lineup 
backs up its claims to Original Sound 
Realism over long years of use with a 
rugged and dependable power output 
section, advanced tuner circuitry, its five 
tone-zone S.E.A. Graphic Equalizer and 
much more. Its low-distortion power 
output is more than enough to fill the av- 
erage large listening rooms—a big 50 
watts per channel, min. RMS, into 8 
ohms, both channels driven, over a 20Hz 
to 20,000Hz range, with no more than 
0.1% total harmonic distortion 


Like all the other JVC receivers, this one 
features a sophisticated OCL fully com- 
plementary power amplifier to assure 
low-distortion, high-resolution stereo 
performance with particularly good 
transient response and a very wide 
power bandwidth. It has all the improve- 
ments in power supply, plus the largest 
transformer and capacitors (10,000uF х 
2) yet seen in a unit of its size and class 


The self-restoring, fuse-less Triple Power 
Protection team of circuits (JVC U.S. Pa- 
tent Nos. 3691427 and 3825412) assure 
as in the larger models JR-S600 and S400 
МАЯКП, full protection to power transis- 
tors and your speakers in the event of 


power irregularities or short circuits. The 
protection is extendedby a speaker relay 
(also а pop-on noisemuting circuit), а ОС 
voltage деһесіосапа ароууег transistor 
safety circuit 
With the S.E.A. Graphic Equalizer builtin 
the ./Н-5300маякП, you can not only 
control playback tone adjustments іп five 
tone zones,” but also introduce S.E.A 
equalized response when recording into 
TAPE 1. There are innumerable practical 
applications of S.E.A. that you'll discover 
for yourself—contrast the midrange with 
overall background, add depth to low- 
frequency electric bass or reduce high- 
frequency noise, etc 


Constructed around a 2-stage direct- 
coupled PNP-NPN amplifier circuit, the 
phono equalizer accepts up to 200mV 
input with negligible distortion 
Minimum RIAA curve deviation means 
transparent high fidelity disc reproduc- 
thon 


FM sensitivity is improved with a 
frequency-linear tuning capacitor and a 
low-noise FET in the FM frontend. The 
170-mm-long dial scale is frequency- 
linear for FM and is tilted for easy viewing 
from any position. Like the other models 
the JR-S300marnkI has а new, 4- 
resonator type single-unit filter to en- 
hance FM selectivity, and an advanced 
IC-built AM section for better AM sound 
Also like the others in the new JVC 
lineup, the tuning mechanism features a 
high-inertia dual-flywheel design, the uni- 
que lateral-tune control, stretch-free 
Radial Сога” cables and more to make 
its operation easy and precise 


CONSTANT-VOLTAGE DUAL POWER 


SUPPLY 

SLIDER CONTROLS—Volume and 
Balance. 

PUSHBUTTON SOURCE 
SELECTORS 


FM MUTING OFF/MONO SWITCH 
TWO-DECK RECORDING/DUBBING 
INTERNAL FM ANTENNA 
ADJUSTABLE BAR AM ANTENNA 


JR-S300 маякП DISTORTION vs. 
OUTPUT POWER 


Powerful answers to your home stereo 
needs, with much of the same fine cir- 
cuitry and all of the very musical high 
fidelity performance of the larger and 
more costly JR-S receivers and the same 
Original Sound Realism. The JR-S200 
MARKII doesn't waste watts: it delivers 
35 watts per channel, min. RMS, into 8 
ohms, both channels driven,over a 20Hz 
to 20,000Hz range, with no more than 
0.5% total harmonic distortion. Conveni- 
ence features add still more versatility 


A Darlington-connected push-pull fully 
complementary OCL power circuit in 
newly-engineered IC packs guarantees 
stable, low-noise operation for long 
years of musical enjoyment. The opera- 
tion of one stage is not affected by 
another thanks to the use of our 
constant-voltage dual power supply 
Also, as a feature rarely found on receiv- 
ers in this price and power range, the 
JR-S200 маяКП uses а self-restoring 
power protection circuit (JVC patented 
Triple Power Protection) 


Negative feedback is applied over a wide 
frequency range in the sophisticated 
tone control section to permit you to 
boost or reduce low and high frequency 
response according to your taste with 
minimum distortion. Both tone controls 


have eleven click stops each to make it 
easier to control +10dB*tonal shadings 
at 100Hz (BASS) and 10kHa (TREBLE) 


Like the Ynore @xpensive 5200мАякП 
the FM sectjon of the S200marxII fea- 
tures a frequency-linear tuning capacitor 
and a low-noise FET-equipped FM front- 
end for increased FM sensitivity. The 
170mm long dial scale is FM frequency- 
linear and tilted up for easier reading. A 
4-resonator single-unit filter increases 
FM selectivity. The AM section is ad- 
vanced and IC built for better sound. Tun- 
ing feel is further enhanced by use of 
dual-flywheel design mechanism, a 
lateral-tune control and stretch-free Ra- 
dial Cord cables 


If you operate the ./Н-5200маякП in FM 
fringe areas you'll want to connect an ex- 
ternal FM antenna, and we've provided 
terminals for both the 300-ohm feeder 
and noise-free 75-ohms coaxial cable 
types. In ordinary use, however, the 
built-in FM antenna will serve to capture 


the station you want with reliable results 
There's also an adjustable AM bar an- 
tenna 


CONSTANT-VOLTAGE DUAL POWER 
SUPPLY 

SLIDER CONTROLS—Volume and 
Balance 

PUSHBUTTON SOURCE SELECTION 
FM MUTING OFF/MONO SWITCH 
TWO-DECK RECORDING/DUBBING 
PNP-NPN 2-STAGE DIRECT- 
COUPLED PHONO EQUALIZER 


JR-S200manxIl DISTORTION vs. 
OUTPUT POWER 


Even a quick check of the many conveni- 
ence features of the ,/Н-5100маяк1 
shows that it offers much more than 
similarly-priced receivers, and one good 
listening demonstration proves it, Not 
only does the .Н-5100маякП share 
many of the original JVC technical de- 
velopments of the larger and more ex- 
pensive models, it also guarantees the 
same Original Sound Realism that is a 
JVC policy in high fidelity equipment 
The power output is a modest 20 watts 
per channel, min. RMS, into 8ohms, both 
channels driven, over a 40Hz to 20,000Hz 
range, with no more than 0.5% total har- 
monic distortion. Still this is more than 
enough to fill your listening room with 
rich musical sounds at any volume you 
like 


As in all the other, larger JVC receivers 
the reasonably-priced JR-S100marxI 
has an elaborate OCL fully complemen- 
tary power output section using high- 
quality discrete power transistors. Large 
capacitors and a rugged transformer 
plus the stability of a constant-voltage 
dual power supply and a fail-safe power 
protection circuit, add still more to the 
quality and reliability of this newly- 
designed power section 


The phono equalizer circuit of the 
УВ-6100мағк is constructed around 


ап ІС having an amplifierequivalent to a 
3-stage direct-coupled amp.with a dif- 
ferntial input configuration. It features a 
wide dynamic range 


The long andNinear dial, sensitive and 
selective FM section and all other useful 
and precision features of the FM-AM sec- 
tion іп this receiver are identical to those 
found in all our more costly models. Of 
particular interest is the new Quadrature 
Detector which features linearity of the 
5-сигуе" frequency response over а 
wide range for reduced overall distor- 
tion. Also, the space-age PLL (Phase- 
Locked Loop) circuit in the FM multiplex 
stereo demodulator ensures better FM 
stereo separation over a wider frequency 
range 

For stable FM tuner performance over 
years of operation, each major circuit 
--ІҒ, PLL and MPX sections—is con- 
structed around an IC 


Human ears begin to lose sensitivity to 
high and low frequencies as the playback 
volume goes down. A loudness switch is 


provided to compensate for the inability 
of ears to respond to all frequencies with 
flat, equal sensitivity when the overall 
volume is reduced 


CONSTANT-VOLTAGE DUAL POWER 
SUPPLY 

SLIDER CONTROLS—Volume and 
Tone 

PUSHBUTTON SOURCE SELECTION 
FM MUTING SWITCH 

MONO SWITCH 

NEGATIVE FEEDBACK BASS 
TREBLE TONE CONTROLS 
AUX/TAPE INPUTS AND TAPE 
MONITOR 

BUILT-IN FM AND AM 

ANTENNAS 


JR-S100mark II DISTORTION vs 
OUTPUT POWER 


Tor 2) 4—16 onms (SYSTEM 1 оғ 2) 
8—16 олт (SYSTEM 1+2) 


(WHF Short Cireutt А Network) 
PHONO: 
AUX: 


16.148! (3.5uV) 
зе 608! 38, 


0.1% (Mono), 0.25% (Stereo) 0.1% (Mono), 0.25% (St 0. . 0.2% (Mono), 0.4% (Stereo) 0.4% (Mono), 0.6% (Stereo) 
0.1% (Mono), 0.25% (Stereo) 0.1% (Mono), wee З 0.2% (Mono), 0.4% (Stereo) 0.4% (Mono), 0.6% (Stereo) 
0.8% . 0.8% (51 


а) ai 170kg (37.4 08] 10.7 kg (235106). 


*Figures in( )аге based upon "58 IHF standard. 


JVC JR- S mark I ESENE A COMPARISON CHART 


RS200uall E O A, 
JR-SI 


Design and specifications subject to change without notice. 
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